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Electron Beam Melting of Alloy 718 
POWDER RECYCLING AND ITS EFFECT ON DEFECT FORMATION 
Hans Gruber 
Department of Industrial and Materials Science 
Chalmers University of Technology 
Abstract 
As for any production process, the performance of additively manufactured components is 
ultimately dependent on the quality of the feedstock material. Consequently, for critical 
components, the feedstock needs to be carefully controlled to assure a stable and reliable quality. 
At the same time, the materials efficiency of additive manufacturing is closely related to powder 
recycling, which may affect both physical and chemical properties of the powder. This is especially 
the case for electron beam melting (EBM) where the recycled powder may change significantly 
from exposure at the high temperature in the build chamber.  
The aim of this study is to investigate the connection between powder recycling, powder chemistry 
and presence of defects in EBM processed Alloy 718. For this purpose, recycled powder was 
studied with reference to its virgin counterpart to detect differences in surface morphology, surface 
chemical composition as well as bulk chemistry as a consequence of powder recycling. The amount 
of defects and their distribution in samples produced from virgin and recycled powder was studied 
by means of image analysis and oxygen measurements. Morphological analysis using scanning 
electron microscopy was performed to understand their origin and formation mechanism. 
The results show a significant change in surface characteristics after exposing the powder to the 
process and the environment in the build chamber. While the virgin powder is covered by a 
relatively thin and homogeneous oxide layer, the recycled powder has undergone transformation 
to a heterogeneous oxide layer rich in thermodynamically stable Al-rich oxide particulates. 
Significant growth of the Al-rich oxide occurs via selective oxidation of Al at the conditions in the 
build chamber, including both pick-up of oxygen from the process atmosphere and re-distribution 
of oxygen from less stable oxide products. The increasing amount of oxide is confirmed by an 
increase in total oxygen level with progressive recycling. 
Furthermore, a clear correlation between the powder oxygen level and the amount of oxide 
inclusions in the EBM fabricated samples was observed. Hot isostatic pressing can be used to reach 
a near-full densify in samples produced from virgin powder. The samples produced from recycled 
powder, however, have a higher amount of aluminium-rich oxide inclusions which remain after 
HIP treatment. A variety of oxide defects was observed, ranging from finely dispersed oxide 
particulates inside lack of fusion defects to large oxide agglomerates in the bulk metal. Based on 
their morphology, it is shown that most of them originate from aluminium-rich oxide particulates 
on the surface of the recycled powder. It is suggested that the quality of EBM processed Alloy 718 
is at present dependent on the oxygen level in the powder in general and the surface chemistry of 
the powder in particular, which needs to be controlled to maintain a low amount of inclusion 
defects.   
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1. INTRODUCTION 
Additive manufacturing (AM) offers great opportunities in product development and production 
in many aspects. Commonly mentioned benefits are reduced lead times, reduced material 
consumption, increased design freedom and part consolidation, to name a few. Within AM, 
electron beam melting (EBM) is a powder bed fusion (PBF) process in which a high power electron 
beam is used to build the parts by selective melting of thin layers in a metal powder bed, according 
to the geometry from a CAD-file. Among other applications, EBM is seen as a potential method 
for near-net-shape production of aerospace and power generation components, which are often 
made from materials, which are both difficult and inefficient to process using traditional 
manufacturing methods, as in the case of Ni- and Ni-Fe-base superalloys. 
Superalloys are often used in critical safety applications such as rotating parts in aerospace engines. 
In such cases, careful control of both raw material and process is required to reach an adequate 
quality assurance. In particular, the performance of such components is largely dependent on 
keeping a low amount of non-metallic inclusions (NMIs) [1], such as oxide and nitride inclusions. 
For example, presence of NMIs is known to be a common reason for fatigue failure, which in turn 
is a common cause for failure in rotating parts in aerospace engines [2]. 
NMIs form during the melting process due to the presence of oxygen and nitrogen in the raw 
material or in the processing atmosphere. Furthermore, due to the high thermal and chemical 
stability of NMIs, very little modification is possible through heat treatment post-processing. 
Therefore, in traditional superalloy metallurgy, presence of large NMIs in critical parts has been 
limited by careful selection of the raw material and by applying a series of vacuum melting and 
refining steps where the impurity level is reduced to acceptable levels.  
Compared to other processes, the small volume of material in liquid state and the high solidification 
rate in AM limits the size of NMIs that can form. Therefore, in this sense,  AM is a potential 
candidate for production of clean materials [3]. However, as known from traditional powder 
metallurgy, the metal powder used for AM is sensitive to surface oxidation. This is especially critical 
for superalloys powder which often contain reactive elements. At first hand, this sets high 
requirements on the actual powder production to reach sufficiently low oxygen levels. In addition, 
oxidation of the powder may occur as a consequence of handling/storage and due to exposure in 
the AM machine process environment. The latter is the most critical factor in this respect since the 
high materials efficiency in PBF relies on powder recycling, i.e. re-use of the non-consumed powder 
in subsequent build cycles. The extent to which powder recycling can be permitted before risking 
loss in part performance is therefore a key issue for PBF as a viable manufacturing process.  
It is known that powder recycling in AM, in general, has an influence on both physical and chemical 
powder properties [4]. Regarding powder oxidation, electron beam melting is especially critical due 
to the high temperature in the build chamber. However, the resulting effects of powder recycling 
on the part quality is generally quite unexplored. This is especially the case for EBM processed 
Alloy 718 where published results are almost non-existing. 
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1.1 Aims and objectives  
The aim of this research is to provide basic understanding regarding recycling of Alloy 718 powder 
during EBM processing and its effect on the quality of built components. From this topic, three 
main research questions have been formulated: 
x What is the effect of powder recycling on the surface chemistry of Alloy 718 powder? 
x What is the effect of powder recycling on the amount and distribution of defects in EBM 
processed Alloy 718? 
x What is the effect of powder recycling on the fracture behaviour of EBM processed Alloy 
718? 
Particular interest lies in the surface oxidation of the powder at the high temperature conditions in 
the EBM process chamber as this may considerably change the performance of the powder in its 
role as feedstock material for production of AM components. Furthermore, a quantitative 
correlation between powder recycling, in terms of oxygen pick-up during EBM processing, and the 
quality of EBM processed samples is sought.  The latter is evaluated in terms of the amount and 
distribution of defects in samples built from virgin and re-used powder, respectively. Finally, the 
defect population in samples built from progressively re-used powder is carefully characterized to 
determine their formation mechanisms as well as their influence on mechanical performance. 
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2. SUPERALLOYS 
Superalloys is a group of materials developed for elevated temperature service where an adverse 
set of high mechanical, thermal and chemical loads may be encountered. Superalloys retain their 
properties to higher homologous temperatures than any other widely used commercial alloy system 
[2]. Therefore, they are the typical materials to be employed in high temperature engineering 
components, such as in the hot sections of aircraft jet engines and other gas turbines. However, 
due to their excellent properties, superalloys also see service in a wide range of other industrial 
application areas such as rocket motors, power plants, automotive engines, hot work tools and dies 
as well as in the chemical industry. Based on their major alloying elements, superalloys are 
commonly divided into nickel-, cobalt-, iron-, and nickel-iron-base superalloys [2].  
1.1 Alloy 718 
Alloy 718 (also known as Inconel® 718 or IN718) is a well-known precipitation strengthened Ni-
Fe-base superalloy. Since the development of the alloy in the late 1950’s, it has been the workhorse 
for hot structural turbine engine components at working temperatures up to around 650°C [5, 6]. 
It is known to be the material of choice for many gas turbine disc and rear frame applications, but 
has also earned success in the automotive, nuclear, oil and gas industries [2]. It is still the 
predominant superalloy in the world and constitutes one-third of the total weight of some aero 
engines [6]. 
The chemical composition of Alloy 718 is listed in Table 1. In contrast to many other superalloys, 
Alloy 718 is developed to maximize strength at low to intermediate temperature [2]. This is 
achieved by additions of Nb which promotes precipitation of the intermetallic phase γ’’ (Ni3Nb). 
The γ’’ phase develops effective coherency strains relative to the matrix from which Alloy 718 
owns the main part of its high strength [2]. However, this also limits its strength to temperatures 
of around 650˚C, above which a rapid loss in strength may occur due to particle coarsening [2]. 
This is also the lower temperature for formation of the δ phase which is the thermodynamically 
stable form of γ’’. Furthermore, the sluggishness of the γ’’ precipitation gives the Alloy 718 a high 
resistance to strain age cracking which is a problem for many superalloys [2].  
Due to small additions of Al and Ti (0.5 and 1.0 wt.%, respectively), a smaller amount of the matrix-
coherent γ’ (Ni3(Al, Ti)) also contributes to the precipitation strengthening. However, the amount 
of γ’ is only around 5 vol.%, which is much lower compared to that of many other superalloys [5]. 
A few percent of Al is also added in many Ni-base superalloys to enhance the oxidation resistance. 
In Alloy 718, however, the corrosion and oxidation resistance relies on the addition of Cr.  The 
relatively high Fe content gives it a competitive price and improved forgeability [5, 7]. Apart from 
the elements listed in Table 1, careful control must be taken to limit the amount of so called tramp 
elements such as O, N, S, P, Pb and Cu, which may have a detrimental influence on alloy 
performance. The phases present in Alloy 718 and their role in Alloy 718 can be found in [5].  
Table 1. Alloy 718 chemical composition in wt.% according to AMS 5662 [8] 
Element     Ni       Cr         Fe         Nb         Mo        Ti        Al          C         Ta   Co    Mn B Si 
Min    50.0   17.0 Bal. 4.75 2.8 0.65 0.2 - - - - - - 
Max         55.0   21.0 Bal. 5.5 3.3 1.15 0.8 0.08 0.05 1.0 0.35 0.006 0.35 
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3. METAL ADDITIVE MANUFACTURING 
Additive manufacturing (AM), also known as 3D printing, is a family of manufacturing 
technologies in which parts are fabricated by adding material in thin successive 2D slices, derived 
from the geometry of a CAD model [9]. AM involves several different techniques for various 
materials and applications, among which the two largest for fabrication of metal components are 
powder bed fusion (PBF) and direct energy deposition (DED). Among these two, PBF generally 
possesses a higher geometrical accuracy (enables melting of overhangs), while DED is typically 
associated with higher deposition rates [10]. 
PBF offers near-net-shape production of geometrically complex parts without the need for moulds 
and tooling. This offers a reduction in cost, lead time and resources compared to many other metal 
working processes [4, 11, 12]. Its high degree of design freedom makes it well suited for smaller 
production series of high-value, complex shaped components where lightweight or integrated 
functionality is desired [13]. This has been identified by different industries, including the aerospace 
sector, especially for processing of expensive materials with poor fabricability. This is generally the 
case for Ni-base and Ni-Fe-base superalloys [3, 11, 12, 14, 15], which, due to their high strength at 
elevated temperature, are known as some of the most “difficult-to-machine materials” [16]. In 
addition, high material costs and increasing demands on sustainable production routes further 
incentivize minimum machining and improved buy-to-fly ratio [17, 18].  
3.1 Powder bed fusion 
In PBF, the parts are built by means of successive melting of layers in a metal powder bed using a 
focused energy source [4, 7]. The PBF is commonly further divided into two subgroups, namely 
laser powder bed fusion (LPBF) and electron beam melting (EBM®) [4]. As implied by their names, 
one important difference between these two techniques is that they use different thermal sources 
for melting the powder - a laser beam in LPBF and an electron beam in EBM. As will be described 
later on, this implies some further characteristic differences between them. However, the basic 
working principle, as illustrated in Fig. 1, using the EBM machine interior, remains similar.  
3.1.1 The PBF build cycle 
Generally, the PBF build cycle starts with distribution of powder in a thin layer across a start plate 
onto which the parts are built. The powder layer is selectively melted according to the build 
geometry in the current layer. The build platform is then lowered by a distance equal to one layer 
thickness (between 20-50 μm for LPBF and 50-100 μm for EBM) and a new layer is spread and 
melted on top of the previous. Re-melting of the adjacent layers is done to avoid bonding defects 
between the layers. This sequence is repeated until the parts have been successfully built. When the 
build cycle is completed, the non-consumed powder, which can constitute a large portion of the 
build tank, is evacuated from the chamber. Separating the parts from the start plate is done in a 
separate process.  
3.1.2 The scanning strategy 
During melting, the beam moves according to a pre-defined scan pattern. Together with the 
process parameters (beam power, scan speed, layer thickness, etc.), the scan pattern forms the so 
called scanning strategy, which has a strong influence on several important features such as 
porosity, microstructure, surface roughness and residual stresses [4]. Consequently, different scan 
strategies have been found suitable for different technique/material combinations. 
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Fig. 1. Schematic of the EBM machine interior. Grey areas constitute metal powder. Redrawn from [19]. 
In EBM, the scan strategy has been chosen as to improve the surface finish by lowering the part 
temperature when creating its surface. This is done by applying one or several high energy spot 
melting passes (called multi-spot) at the edges (commonly referred to as the contour region) before 
scanning of the part core, see. Fig. 2 [7]. The EBM core pattern, usually referred to as the hatch 
pattern, is usually uni-directional or bi-directional, see Fig. 2, and is rotated for a certain angle 
between each layer [7]. Overlapping between the hatch and contour is done to improve the density 
at the interface. In LPBF, where the build temperature is lower, the scan pattern at the edges is 
usually continuous and is done after the hatch exposure [7].  
 
Fig. 2. Uni-directional and bi-directional scanning patterns in EBM. Redrawn from [19]. 
3.1.3 Powder for PBF   
The most common fabrication method for commercial pre-alloyed powders for PBF is gas 
atomization (GA), in which the powder is atomized in a stream of inert gas. In inert gas 
atomization, the raw material is melted in an inert gas atmosphere. It is mostly used for production 
of less reactive materials such as aluminium and different types of steels [20]. For materials which 
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are alloyed with reactive elements (such as Al and Ti in many Ni-base superalloys), reactions with 
oxygen and nitrogen during atomization is limited by melting the raw material in a controlled 
vacuum atmosphere prior to the atomization such as in the vacuum induction gas atomization 
(VIGA). According to specifications from powder producers [21], the oxygen and nitrogen levels 
in VIGA produced superalloy powder are commonly below 300 ppm. One major source of 
contamination and the limitation for cleanliness and performance of this kind of powder is 
interaction with the refractory system that is in contact with the melt during melting and molten 
metal transfer [2].  This has led to development of the so called ceramic-less powder atomizing 
techniques where the powder is produced by direct atomization of a wire or rod precursor material, 
such that the molten metal does not come into contact with refractories [2]. Some examples are 
electrode induction gas atomization (EIGA), plasma rotating electrode process (PREP) as well as 
plasma atomization (PA, also referred to as advanced plasma atomization, APATM, developed by 
AP&C, Canada, which is a subsidiary of GE Additive). In PA, a high velocity argon plasma is used 
to atomize the wire precursor material at a very high temperature. The PA enables production of 
highly spherical powder (see Fig. 3) with higher purity than the gas atomized powder [22]. It should 
be noted, however, that the purity of EIGA and PA manufactured powder grades is largely 
dependent on the quality of the precursor material.  
Fig. 3. AP&C’s Alloy 718 powder produced by advanced plasma atomization. Author’s experimental result.  
3.1.4 The process environment 
As already mentioned, the difference in energy source implies some other characteristic differences 
between LPBF and EBM. Both processes take place in protective atmospheres to prevent the hot 
metal surfaces from oxidation or other interactions with reactive atmospheric gases. The 
atmosphere in the LPBF is usually obtained by purging the process chamber with an inert gas (such 
as argon or nitrogen) to an oxygen concentration of around 1000 ppm  [23]. The EBM process, on 
the other hand, requires a low vacuum to prevent collision of the electrons with gas molecules, 
which would deflect the beam and thereby lower its efficiency [7, 24]. The vacuum in the EBM 
chamber is created by first lowering the pressure inside the process chamber to below 1 x 10-8 bar. 
From an oxidation point of view, the vacuum should be as low as possible since the oxygen level 
stands in direct relation to the total pressure in the chamber. However, the system size and 
complexity as well as the sublimation of volatile alloying elements set practical limits to the 
achievable vacuum level. Sublimation is reduced by creating a partial pressure of inert gas during 
the process [2]. This is done by injecting a small amount of grade 5 purity helium (<2 ppm O2), 
which raises the pressure in the build chamber to around 2 x 10-6 bar. From this, a theoretical 
oxygen partial pressure of around 4x10-9 bar inside the build chamber has be estimated [19]. The 
pressure, but not the oxygen level, is continuously measured and logged.  
Another important characteristic of the EBM process is the fact that the powder bed is held at an 
elevated temperature throughout the whole build process. One reason for this is that the powder 
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bed needs to have a sufficient conductivity and mechanical stability to avoid so called powder 
smoking. This originates in the electrical negative charge induced to the metal particles from the 
incoming electrons in the electron beam which may result in repulsion of the powder if the 
electrical forces become larger than those holding them in place [9]. Therefore, after the spreading 
of each powder layer, it is heated with the electron beam to create slight bonding between the metal 
particles [5, 11]. The elevated temperature also increases the stability of the melting process and 
varies between 600-1100°C depending on the processed material. For Alloy 718, a temperature of 
975±25°C has been noted as optimal to reach a stable process [7, 19]. Below 950°C, increased 
powder smoking and spatter from the melt pool has been observed [7].  
Powder smoking is further prevented by the presence of  helium in the build chamber, since He 
tends to dissipate electrical charge build-up on the powder when ionized by the electron beam [7]. 
Furthermore, the addition of He can also be used for faster cooling of the build volume after 
completing the build.  
The temperature in the EBM process chamber is maintained by using a rapidly scanned, diffuse 
electron beam. The temperature is first established by heating the start plate and the powder around 
it, before spreading the first powder layer. A thermocouple attached under the start plate registers 
when the temperature is reached. Thereafter, in each layer iteration, the area over the start plate is 
heated, both before and after melting. The start plate temperature is logged throughout the whole 
process but cannot be used for feedback to control the temperature in the build volume and the 
energy input. Instead, a complex energy balance function that calculates the current and speed of 
the electron beam, based on the build geometry, is used to maintain the desired temperature [7]. 
Due to the high temperature in the build volume, parts fabricated by EBM have substantially lower 
residual stresses compared to LPBF, where the temperature in the build envelope is generally much 
lower [4]. Therefore, the EBM build plate can be held in place simply by sintering the powder that 
surrounds it (see Fig. 1). In LPBF, thick plates that are screwed to the machine feeding mechanism 
is required to avoid plate warping due to the high residual stresses that occur in the parts. This also 
makes EBM more suitable for processing of materials which are prone to cracking, such as 
precipitation hardened superalloys and intermetallics such as TiAl [11, 24]. Furthermore, unlike 
LPBF, the sintered powder bed in EBM acts as a natural support for the parts which can be stacked 
on top of each other in the build volume.  
The risk of powder smoking in EBM can be further reduced by using a coarser powder (50-106 
μm compared to 10-60 μm for LPBF) and a less focused electron beam. This results in thicker 
layers and larger melt pools, respectively, which in turn increases the productivity. However, this 
negatively affects the surface roughness and the geometrical precision which is generally better for 
LPBF [4, 9]. The productivity can be further increased since the electron beam is operated by 
electromagnetic lenses which allows for higher scan speeds compared to that in LPBF, for which 
mechanically moved mirrors are used for movement of the laser beam [4, 7, 9]. 
 
3.2 Powder recycling 
Even though additive manufacturing has been subjected to extensive research during the last years, 
there is still lack in knowledge in many different aspects. One such area is the effect of the powder 
feedstock material on the process stability and/or quality of fabricated parts [25]. While several 
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physical and chemical powder characteristics have been suggested as being critical for maintaining 
a reliable process [26, 27], too few indications regarding the importance of these characteristics 
have been established.  
Another relatively un-explored branch within the additive manufacturing research area is the 
possible degradation of the powder as a consequence of recycling, i.e. re-use of the non-consumed 
powder in subsequent build cycles. In the case of powder bed fusion, the non-consumed powder 
can constitute a large portion of the build volume after each completed build cycle. Powder 
recycling in additive manufacturing is crucial to reach a high materials efficiency and is therefore a 
key issue for PBF as a viable manufacturing process. This is essential both from a resource and an 
economical perspective, especially since powder is generally more expensive than more commonly 
used material feedstock, such as plate, bar or tubing.  
The non-consumed powder is recycled according to a procedure specified by the machine 
producer. In LPBF, recycling involves sieving of the powder left in the build tank and the collector 
bins (see Fig.1), to remove any agglomerates that may appear after the process. The sieved powder 
is then mixed with the non-consumed powder from the powder hoppers before it is filled back 
into the machine. In the EBM process, due to the powder sintering, the non-consumed powder in 
the build tank (especially in the volume above and beneath the start plate) is in the shape of a 
“cake” of sintered powder, see Fig. 4. Therefore, in addition to the recycling procedure in LPBF, 
separation of the sintered powder particles is done by grit blasting. As the temperature in the 
hoppers is lower than in the build chamber, this powder is less affected and can be sieved without 
grit blasting. To add up for the powder that was consumed in the previous cycle, the re-used 
powder is commonly mixed with a certain amount of fresh powder before it is filled back into the 
powder hoppers.  
  
Fig. 4. Cake of sintered Alloy 718 powder (a) above and (b) below the start plate in an Arcam A2X EBM 
machine. Author’s experimental result. 
It is known that powder recycling in AM, in general, has an influence on both physical and chemical 
powder properties [4]. Regarding physical properties, it is known that for example powder size, 
shape and surface morphology often change during recycling. However, when it comes to resulting 
changes in part performance, no clear correlations have been established [4].  In terms of powder 
chemistry, increasing powder oxygen levels as a consequence of powder recycling have been noted 
for metal additive manufacturing in general [28-33]. Furthermore, it can be supposed that the high 
specific surface area of the AM powder makes it susceptible to surface reactions such as oxidation 
[34] and that the oxide on the powder surfaces may have a negative effect on wetting. As a 
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consequence, this may lead to increased porosity and reduced mechanical performance [28, 35]. 
Hence, powder oxidation has been suggested to be the limiting factor for powder re-use [29] and 
will therefore be treated more in detail in the following section. Oxidation, however, is a complex 
process, especially for highly alloyed superalloys. For this reason, some general aspects of oxidation 
are presented below, before powder oxidation is presented in section 3.2.2. 
3.2.1 High temperature oxidation  
The thermodynamic equilibrium conditions for a given metallic element and its oxide are defined 
by the oxygen partial pressure (pO2) and the temperature.  Figure 5 shows this relationship for the 
oxides that may occur in Alloy 718. At conditions above each curve, it is thermodynamically 
favourable for the element to exist in oxide state, while at conditions below the curve, it is more 
likely to find it in metallic state. As indicated in the figure, high temperature and/or low oxygen 
levels are required to prevent the metal from oxidation.  Even though the data in Fig. 5 are based 
on oxidation of pure metals, it is still applicable for assessing the relative stability of oxides in an 
alloying system on a metal/gas surface. The dotted lines in Fig. 5 indicate the estimated conditions 
in the EBM process chamber, which will be discussed in section 3.2.2. 
 
Fig. 5. Metal/metal oxide equilibria diagram. Plotted using data from the software HSC Chemistry version 8.0. 
Note the overlap of Cr2O3 and Nb2O5. The dotted lines indicate the estimated conditions in the EBM process 
chamber. 
As can be seen in Fig. 5, there is a large difference in thermodynamic stability between the oxides. 
While nickel oxide is relatively unstable, some of the others, such as alumina and Ti-oxide, require 
very high temperature and/or low oxygen level for its reduction. From a thermodynamic point of 
view, due to their high affinity for oxygen, such elements are selectively oxidized compared to 
elements which form less stable oxides [2, 36].  
Furthermore, both the extent of oxidation and the type of oxides found in the system depend on 
the kinetics, i.e. the mobility of elements through solid state diffusion. Even though aluminium 
forms the most stable oxide, its low bulk concentration in Alloy 718 (~0.5 wt. %) limits the amount 
that can react with oxygen at the surface. Instead, the vast amount of the bulk elements Ni, Cr and 
Fe render them as kinetically favourable oxide formers, among which Cr is the strongest oxide 
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former, see Fig.5. Therefore, a more or less continuous chromia scale is expected for Alloy 718 at 
the relatively low application temperature at which it is used [19, 37, 38].  
However, as indicated above, the many alloying elements in superalloys make their oxidation 
behaviour rather complex and other oxide types such as multi- layered Ni-, Fe-rich oxides [38, 39] 
and spinel oxides are sometimes observed along with the chromia-scale [37, 40]. Furthermore, with 
increasing diffusion rates at higher temperature, both external and internal oxidation of minor 
reactive elements, such as Al and Ti, may occur [41, 42].  
3.2.2 Powder oxidation  
Powder compared to bulky materials are more prone to oxidation due to their high specific surface 
area which makes reactions with the atmosphere much more effective. In this case, the difference 
in oxygen potential between the surface and the bulk of the powder creates a strong driving force 
for mass transport of elements with high oxygen affinity towards powder surface. Furthermore, its 
small dimensions makes the maximum diffusion distance (which equals part of the powder radius) 
very short, which will further speed up reactions at elevated temperatures [34].  
As the hot metal is exposed to oxygen during atomization, a certain amount of oxide on the powder 
surface is expected already in the as-atomized state. Figure 6 shows an example of two forms of 
surface oxide on the plasma atomized Alloy 718 powder used in this study. It partly consists of a 
bulk element oxide layer, which form at lower temperatures during production or subsequent 
handling, Fig. 6 (a). The limited diffusion at these temperatures typically results in thin 
homogeneous surface layers. Small amounts of strong oxide formers, such as Al and Ti, often 
results in heterogeneously distributed stable oxides, Fig. 6 (b), which may form at higher 
temperatures during the atomization process [43, 44]. 
  
Fig. 6. Oxide products on virgin Alloy 718 powder produced by plasma atomization. Author’s experimental 
result. 
As a part of the manufacturing process, the powder can be passivated to create a thin, 
homogeneous passive layer which makes it more resistant to handling in open air [45]. Powder 
handling, including sieving (and grit blasting for EBM) in between the build cycles as well as during 
storage, when the powder is exposed to ambient air, may result in formation of hydroxides and/or 
uptake of chemisorbed and physisorbed water.  
Powder oxidation in LPBF 
In LPBF, the main part of the powder bed is too cold for significant oxidation to take place.  Hence, 
oxidation of the non-consumed powder in LPBF is limited to the volume close to where melting 
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occurs (i.e. close to the fabricated parts) and to the so called process emissions or spatter that are 
emitted due to interaction between the powder and the laser beam.  Among these emissions, the 
small sized condensate shows the highest extent of oxidation [45]. As an example, Fig. 7 shows 
differently affected Hastelloy X metal particles sampled at different positions in the process 
chamber, Fig. 7 (a).  
 
  
  
Fig. 7. a) LPBF process chamber with process emissions at the gas flow exhaust port (left side); b)-c) heat- affected 
particle sampled in between the parts in (a); d)-e) larger emission particle sampled at the gas flow exhaust port. 
Author’s experimental result. 
As seen in Fig. 7 (a), process emissions in LPBF follow the flow of the inert gas towards the exhaust 
port and will partly leave the chamber this way. Part of the emissions which do not reach the port 
will however end up in the powder bed, which will over time increase its overall oxygen level [45].  
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Figure 7 (b, c) shows a metal particle sampled from the volume close to the build parts, on which 
small oxide particulates have formed as a result of the increased temperature close to the molten 
metal. Figure 7 (d, e) shows an emitted Hastelloy X particle exhibiting significant oxidation (Cr-
oxide), sampled from the gas flow exhaust port.  
As mentioned above, significantly increased oxygen levels have in some cases been reported for 
recycled LPBF powder. Resulting effects on porosity and ductility have also been noted, but are 
usually reported to be quite limited [29, 46].  
Powder oxidation in EBM 
Also for EBM, increased oxygen levels have been measured for the recycled powder [25]. Though 
the resulting effect on the part performance has not been studied in detail, it is often stated that 
the excess powder can sustain a large number of cycles without any appreciable influence on its 
chemical properties [47] and that re-use of Alloy 718 powder during EBM processing is solely 
limited by the physical powder characteristics, such as flowability [25].  
As the EBM process takes place under vacuum conditions, it is often marketed as a suitable 
alternative for processing of materials with high oxygen affinity [24]. Indeed, the oxygen level in 
the EBM build chamber is several orders of magnitude lower than in LPBF and therefore, 
oxidation of the actual melt pool material should be lower. 
However, when it comes to powder recycling, the extent of powder oxidation in EBM differs from 
LPBF since the whole powder bed is held at a high temperature (~1000°C). This is known to be 
critical from the perspective of powder oxidation as the temperature is high enough for substantial 
diffusion to take place, and at the same time too low for efficient reduction of most oxides at 
practical pO2 levels [34]. This is illustrated in the metal/metal oxide equilibria diagram in Fig. 5 
where the estimated conditions in the EBM process chamber have been indicated. It can be seen 
that all of the potential oxides besides NiO and Fe2O3 are highly stable at these conditions. Hence, 
presence of one or several of these oxides is very likely at these conditions [48].  
Powder bed fusion is associated with long process times where one single cycle can take several 
days. As the build volume often contains large amounts of non-consumed powder, it is very likely 
that a large portion of the powder may experience several re-use cycles.  Therefore, it can be 
assumed that the accumulated exposure time at high temperature is more than enough for 
substantial oxidation to take place. The time and temperature required for a certain increase in 
oxygen level can be estimated using simple diffusion calculations. 
Furthermore, prolonged high temperature exposure may result in re-distribution of oxygen 
between oxides with different stability when the conditions are reducing for less stable compounds 
and oxidizing with respect to the more stable ones [36]. Therefore, oxygen existing as bulk 
oxide/hydroxide formed during atomizing and/or powder handling (applies to virgin as  well as 
re-used powder in between the build cycles), may be released during heating and melting of the 
powder in the process chamber. Consequently, as indicated in Fig. 5, the actual oxygen partial 
pressure in the vicinity of the powder surface can be higher than the theoretical and can locally rise 
to values in the order of 10-7 bar [19]. It should be noted however that these values are only valid 
assuming the system is air-tight since leakage of air into the chamber may dilute the He-containing 
atmosphere and thereby increase the oxygen concentration without necessarily changing the 
pressure.  
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In any case, instead of being evacuated from the process chamber, the released oxygen may act as 
additional source (in addition to the residual air in the vacuum atmosphere) which is consumed by 
strong oxide formers such as Al, present at the powder surface, for which these conditions are 
strongly oxidizing [36].  In such a case, transformation from less stable to more stable oxides results 
in an initial distribution of co-existing bulk element oxides and more stable oxides. Since the stable 
oxides will persist also at very high temperatures and/or low oxygen partial pressures, the amount 
of stable oxide on the powder surface will increase over the re-use cycles. This means that the 
chemistry and thereby the quality of the powder may be considerably changed. This situation is 
shown for Alloy 718 powder in Fig. 8, where the powder surface coverage of stable Al-rich oxide 
particulates increases with progressive re-use. With reference to the virgin powder in Fig. 3, it can 
be seen from Fig. 8 (a-c) that oxidation starts already during the first the first build cycle, after 
which it progresses with increasing powder re-use, see Fig. 8 (d-i). 
   
   
   
Fig. 8. Progressively re-used Alloy 718 EBM powder sampled from the cake of sintered powder after (a-c) 1 cycle; 
(d-f) 5 cycles (g-i) 30 cycles. Author’s experimental result.  
Furthermore, as shown in Fig. 9, owing to the long-term exposure at elevated temperature in the 
EBM process chamber, the powder microstructure changes from a dendritic solidification structure 
in the virgin powder, Fig. 9 (a), to a microcrystalline structure in the recycled condition, Fig. 9 (b). 
Furthermore, as evident from the EDS maps in Fig. 9 (c), the needle-shaped δ-phase (Ni3Nb) 
forms as a consequence of  the enhanced diffusion at the elevated temperatur and is therefore often  
present in the recycled powder. 
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Fig. 9. Microstructure of Alloy 718 EBM powder in a) virgin condition; b) after 14 re-use cycles; c) EDS map 
showing delta phase in a powder after 14 re-use cycles. Author’s experimental result.  
  
  
15 
4. DEFECTS IN ADDITIVE MANUFACTURED SUPERALLOYS  
Porosity, micro-cracks and detrimental phases, such as non-metallic inclusions and unwanted 
secondary phases, are all defects commonly encountered in PBF fabricated parts [12].  Depending 
on their size, shape and distribution, they may act as potential failure initiation sites and may 
therefore have a negative influence the performance of AM parts. It should also be noted, however, 
that relative densities in the order of 99.9% [13] are commonly reached for many materials with 
today’s PBF technology and that mechanical properties are often reported to be equal to, or in 
some cases even in excess of those for conventionally processed counterparts [13, 49].  
Porosity has different origins and is divided into different groups such as gas porosity, shrinkage 
porosity and lack of fusion defects (LOFDs) [50]. Gas porosity, see Fig. 10 (a),  consists of small, 
near-spherical pores which contain gas that is trapped in the metal during solidification of the melt 
pool, often arising from gas entrapped inside the powder during gas atomization [12, 50, 51]. The 
LOFDs, see Fig. 10 (b), are still to a large extent connected to the volumetric energy input and 
form in un-melted zones in the powder bed [11]. This defect type can also be connected to powder 
recycling and will be explained in more detail in the following section.  
Presence of micro-cracks, see Fig. 10 (c), is largely connected to metallurgical reactions and is 
therefore an alloy-specific problem mainly present in so called “difficult-to-weld” materials [11].  
Both non-metallic inclusions and unwanted secondary phases, Fig. 10 (d) and (e), respectively, are 
also to a large extent connected to the alloy chemistry and form either due to extensive segregation 
of certain alloying elements or due to reactions between reactive alloying elements (e.g. Al, Ti) and 
trace elements, such as oxygen and nitrogen [12]. 
An important consideration is the fact that porosity and cracks can in many cases be reduced or 
eliminated by applying a post-AM hot isostatic pressing (HIP) [12, 49, 51]. This is generally not the 
case though for non-metallic inclusions such as oxides and nitrides which, due to their high thermal 
stability, are largely unaffected by post-AM thermal processes [3].  
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Fig. 10. Defects commonly observed in AM parts. a) gas porosity in 316L fabricated by LPBF; b) lack of fusion 
defect in EBM Alloy 718; c) micro-crack in precipitation strengthened Ni-base superalloy fabricated by LPBF; d) 
non-metallic inclusion (Al-oxide/Ti-nitride) in EBM Alloy 718; e) laves phase in Alloy 718 fabricated by wire 
DED. Author’s experimental result. 
4.1 Defects in EBM processed Alloy 718 
Except for micro-cracks, EBM processed Alloy 718 contains all of the above mentioned defects 
to some extent. Oxide inclusions are commonly observed - often together with LOFDs close to 
the contour region, but also in the hatch region. Shrinkage porosity is mainly observed in the hatch 
region. Furthermore, presence of non-metallic inclusions and LOFDs stands in close relation to 
the powder oxygen level, which increases with progressive powder recycling, and requires a more 
careful description below.   
4.1.1 Non-metallic inclusions 
 Non-metallic inclusions (NMIs) are compounds of metallic and non-metallic elements (usually O, 
S, N) present in the metal matrix [52]. NMIs are known to have a profound negative effect on 
mechanical properties, especially on the reliability of rotating parts [53]. For example, it has been 
shown that component life in both wrought and cast parts is often limited by fatigue failures often 
initiated at oxide inclusions [2]. NMIs are also a major cause for rejection of rotating part forgings 
[54]. Furthermore, the size of damage relevant inclusions is too small to rely on non-destructive 
testing alone, which can only detect relatively large inclusions [3].   
Formation and stability 
Based on their origin, NMIs are often divided into exogenous and endogenous inclusions. 
Exogenous inclusions originate from external sources such as fragments of refractories and 
entrapped slag, while endogenous inclusions occur due to chemical reactions between elements in 
the molten metal. Although mainly studied in casting, the latter is an intrinsic problem during 
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melting of alloys which contain reactive elements and may therefore occur in any other liquid metal 
process, such as powder atomization, welding and additive manufacturing. Endogenous NMIs 
form as a consequence of the strong tendency of reactive elements (such as Al and Ti) to form 
chemical compounds with non-metallic elements, such as oxygen, nitrogen and sulphur. This 
makes the solubility of these elements (i.e. the solubility product of the compound) extremely small 
in the metal matrix [55]. The solubility product is strongly temperature dependent and therefore, 
NMIs precipitate upon cooling of the melt when the concentrations exceed the solubility product 
of the compound [56].  
There are two major types of NMIs in Alloy 718:  titanium nitride (TiN) and aluminium oxide 
(Al2O3) [57]. The primary carbide NbC also precipitates in the melt but is usually considered as a 
part of the alloy microstructure [57]. As shown in Table 2, both O and N have very low solubilities, 
which means that extremely low levels are required to avoid formation of NMIs. Especially  the 
oxygen level must be reduced to extremely low levels to avoid formation of oxide inclusions [54]. 
Furthermore, also for very low O and N levels, precipitation is expected well above the solidus 
temperature. Therefore, the population of NMIs can only be modified during the melting process 
while it is more or less unaffected by subsequent heat treatments.  
Table 2. Solubility limits of O and N in Alloy 718 at the liquidus and solidus temperature [19] 
Element Solubility limit at TL (ppm)  Solubility limit at TS (ppm) 
N 37 5 
O 5 2 
The size of NMI defects however, can be reduced by lowering the O and N levels to avoid 
precipitation until quite late in the solidification process. For both cast and wrought superalloys 
this is achieved first by primary melting in vacuum (VIM) in which the levels are lowered primarily 
through interaction with carbon to form CO (carbon boil) which is then desorbed by the vacuum. 
In this way, oxygen levels in the 20 ppm range are achievable [2]. Further reduction is made possible 
by applying one or several re-melting steps, including electroslag re-melting (ESR), vacuum arc re-
melting (VAR) or electron beam cold hearth re-melting (EBCHR). The latter, which relies on 
dissociation and desorption (vacuum refining) and physical separation of inclusions which float to 
the melt surface, has been shown to be very promising for removal of impurities and inclusions 
[53, 54]. In this manner, single ppm oxygen levels has long been attainable in the superalloy casting 
industry [54]. A typical value for wrought counterparts Ni-base superalloys is usually around 20 
ppm [12, 54].  
NMIs in the powder production and PBF 
The O and N levels commonly observed in the Alloy 718 atomization precursor wire, EBM powder 
(virgin and re-used) and EBM fabricated solid samples investigated in this thesis study are listed in 
Table 3. For all material conditions, the oxygen and nitrogen levels are well above the solubility 
limits in Table 2 and therefore, some amount of Al2O3 and TiN is expected. However, while many 
studies have been addressed to microstructural characterization, those dedicated to non-metallic 
inclusions, like that of Polonsky et al. [12], are very scarce. Due to the high temperature under the 
electron beam (which has been reported  to be around 3000°C [19]), it is suggested that dissolution 
of NMIs takes place during EBM. Similar effects have also been suggested to occur during plasma 
atomization, which also takes place at very high temperature. However, it is also known that stable 
non-metallic phases may persist through both powder production [2] and electron beam melting 
[3]. 
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Table 3. Oxygen and nitrogen levels in the Alloy 718 wire, powder and solid samples investigated in this study 
Material O (ppm)  N (ppm) C (ppm) 
Wire ~75 ~150 ~440 
Powder - virgin ~150 ~150 ~370 
Powder - re-used ~300 ~150 ~370 
Solid – virgin ~75 ~150 ~300 
Solid - re-used ~150 ~150 ~300 
Furthermore, the solvus temperature is composition dependent and increases with analytical 
content of the elements in the compound. Following this concept, the calculated solvus 
temperatures for Al2O3, TiN and NbC based on an average composition of re-used Alloy 718 
powder (Table 3) are shown in Table 4. Among these phases, Al2O3 is present at the highest 
temperature, followed by TiN and finally NbC which precipitates slightly above the solidus 
temperature. These values are all lower than the peak temperature reported for EBM. However, it 
should be noted that, even though the temperature in these processes may be high enough for 
dissolution to take place, the high solidification rate limits the residence time at high temperature 
necessary for dissolution [2, 58]. 
Table 4. Solvus temperatures for TiN and Al2O3 in Alloy 718 calculated with JMatPro. *The dissolution 
temperature is composition dependent and is in this case based on average O, N and C levels in the re-used powder 
(250 ppm O, 150 ppm N, 370 ppm C), see Table 3 
Phase Solvus temperature* (°C) Melting temperature (°C) 
NbC 1260 3490 
TiN 1640 2930 
Al2O3 2050 2030 
The nitrogen level in Table 3 is stable at around 150 ppm for all material conditions, which indicates 
that the amount of TiN is stable during powder production, powder recycling and electron beam 
melting. Furthermore, all three material conditions contain very similar TiN particles with sizes 
varying from sub-micron up to around 10 μm. In many cases, they are found to consist of an Al2O3 
core and an outer TiN rim, see Figs. 11 and 12. Both powder atomization and EBM are associated 
with rapid solidification rates and therefore there is limited time for particle growth. In this respect, 
the morphology of the TiN/Al2O3 particles, which is similar for all material conditions, suggests 
that at least the larger inclusion sizes of the population of TiN particles are most likely inherited 
from the atomization precursor material, i.e. from the wire.  
The wire also contains relatively large primary NbC carbides, see Fig. 11. In some cases they are 
nucleated on the TiN particles. Such structures are not seen in the powder or in the solid samples. 
This indicates that the temperature during atomization is high enough to dissolve NbC (which is 
the least stable phase according to Table 4). The continuously decreasing carbon level along the 
process chain from wire to powder and finally EBM processed solid suggests that some amount of 
carbon is removed during both atomization and EBM processing, while the remainder re-
precipitates upon cooling [55].  
It should be noted that the observed oxide-nitride-carbide particles are well known to exist in 
various metal systems. The  structure corresponds to the sequence of nucleation of these phases 
in the melt (according to the solvus temperatures in Table 4), starting with Al2O3, followed by TiN 
and finally NbC [19].  
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As a consequence of oxygen pick-up during powder production, the powder oxygen level is higher 
than in the wire. Moreover, the amount of oxide increases significantly during powder re-use as 
already described in section 3.2.2. The oxygen level in the solid samples is around half compared 
to the powder from which it was built, which shows that some amount of oxide refining takes place 
during the EBM process.  
 
Fig. 11. NbC/TiN/Al2O3 particle in the Alloy 718 wire (atomization precursor material) with corresponding 
EDS map in (c). Author’s experimental result.  
 
Fig. 12. TiN/alumina particle in a plasma atomized Alloy 718 virgin powder with corresponding EDS map in 
(c). Author’s experimental result. 
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In the EBM fabricated samples, oxide exists both as particulates and as continuous films or flakes, 
see Fig. 13. As will be described below, its tendency to agglomerate in the melt results in the 
formation of such large NMIs. This is especially the case in samples fabricated from re-used 
powder, where the increased amount of oxide is the major source for NMIs. 
  
Fig. 13. EBM processed Alloy 718 a) TiN inclusions in an oxide flake in a sample built from 30 times re-used 
powder; b) clustered TiN and oxide inclusions in a sample built from 14 times re-used powder. Author’s 
experimental result. 
Agglomeration of non-metallic phases 
Agglomeration of NMIs in the liquid melt is a phenomenon well-known in the casting industry 
[59]. In case of sub-micron inclusions, it is reported to be a result of collision which is mainly 
governed by the turbulence present in the melt [60]. Collision and agglomeration of single alumina 
particulates is promoted by long-range attraction forces [59]. When inclusions collide, they tend to 
coalescence or agglomerate if the interfacial tension between particle and melt is high [61]. In EBM 
processed Alloy 718, oxide particulate clusters with size of several tens of μm are frequently present 
in samples produced from re-used powder, see Fig. 14. The individual oxide particulates have size 
and shape similar to those on the surface of the re-used powder, see Fig. 8. This suggests that they 
persist the melting process and cluster in the molten metal. No such clusters were observed in 
samples produced from virgin powder. 
  
Fig. 14. Cluster of Al-rich oxide inclusions in an EBM Alloy 718 sample fabricated from 14 times re-used 
powder. Author’s experimental result. 
Similar phenomena, apparent in LPBF, is shown in Fig. 15, where equally sized TiN particles are 
present both in the atomized Alloy 718 powder, Fig. 15 (a), and in the fabricated solid sample, Fig. 
15 (b). In this case, melting of the raw material as well as atomization was done in a nitrogen 
atmosphere which enables TiN formation through reaction with Ti in the melt before atomization. 
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Also in this case, the inclusions in the AM part are found as agglomerates in the solid sample which 
indicates that particulate agglomeration occurs in the melt, as reported in earlier studies [3, 12, 62]. 
As mentioned in section 3.1.3, similar phases can also originate from entrapped refractory material 
from the crucible and/or nozzle in the atomizer [63].  
  
Fig. 15. TiN particles in (a) gas atomized Alloy 718 powder and in (b) the solid sample fabricated by LPBF. 
Author’s experimental result. 
Large inclusions are mainly composed of agglomerates as a consequence of the macroscopic melt 
flow, a process which is more effective when the phases are in liquid state [60]. As the melting 
temperature of Al2O3 (~2000°C) can easily be reached in EBM, this may result in formation of 
large continuous oxide films/flakes, as shown in Fig. 16. The oxide often incorporates nitride 
particles which together form large, brittle defects. This effect is especially seen in samples 
produced from re-used powder where both number density and size of these NMIs is considerable. 
Similar oxide inclusions have previously been observed in EBM processed Alloy 718 [19]. Oxide 
inclusions present in LPBF and DED are usually reported to form mainly due to pick-up of oxygen 
from the processing atmosphere [64, 65]. 
  
Fig. 16. Large oxide flake in an EBM processed Alloy 718 sample built from 30 times re-used powder. 
Author’s experimental result. 
Floatation of non-metallic phases 
Flotation of many NMIs is natural to occur through buoyance effects since the density is often 
lower than that of the molten metal (3.95 g/cm3 for alumina and 5.4 g/cm3 for TiN in comparison 
to 8.22 g/cm3 for Alloy 718). In casting, this process is reported to be more efficient for larger 
particles and is limited to inclusions above 30 μm [59]. For EBM however, it has been claimed that 
the solidification rates are too high for effective buoyancy forces to occur. Instead, thermocapillary 
(Marangoni) forces, as illustrated in Fig. 17, are assumed to be the major mechanism for flotation 
of non-metallic phases [12]. 
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Marangoni flow is driven by large thermal gradients and consequently a large surface tension 
gradients across the melt pool surface. When the level of surface active elements such as O and/or 
S exceeds around 10 ppm, the surface tension temperature dependence changes from positive to 
negative, as illustrated in Fig. 17. This has the effect that the particle trajectory is directed radially 
inwards towards the hotter region at the top centre of the melt pool. Hence, as a consequence of 
layer re-melting, NMIs may be transported from layer to layer along the building direction towards 
the part top surface. A large amount of oxide on the top surface of a sample built from re-used 
powder, Fig. 18 (a-c), confirms that this is the case. This also shows that some amount of refining 
of the bulk material takes place, which is one reason for the lower oxygen level in the bulk solid 
sample compared to the powder from which it was built. However, the oxide may also become 
entrapped into the melt due to the turbulence, forming the defects shown in Fig. 18. Similar 
inclusions, so called oxide bi-films, are also formed due to turbulence during casting of Ni-base 
superalloys [66]. The lower amount of oxide in the samples produced from virgin powder is 
confirmed by an almost complete absence of oxide on its top surface, as shown in Fig 18 (d). 
 
Fig. 17. Illustration of the Marangoni effect on the trajectory of particles in a melt pool. Redrawn from [1]. 
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Fig. 18. (a-c) Top surface of EBM processed Alloy 718 built from 30 times re-used powder; (a-b) top view; (c) 
cross section; (d) top view of sample built from virgin powder. Author’s experimental result.  
4.1.2 Lack of fusion defects  
Lack of fusion defects (LOFDs) occur when the overlap between adjacent melt pools is 
insufficient. Generally speaking, the presence of LOFDs is largely process dependent and typically 
occurs when using non-optimized process parameters or due to anomalies in the process such as 
a temporary decrease in beam power and/or irregularities in the thickness of the powder layer [12]. 
In EBM processed Alloy 718, LOFDs are especially found at the interface between the hatch and 
contour region, as shown in Fig. 19, for which the reason is twofold.  
 
Fig. 19. Predominant position of LOFDs at the interface between the hatch and contour regions in EBM 
processed Alloy 718. Author’s illustration. 
Firstly, as the electron beam follows the hatch scan pattern, see Fig. 2, excessive melting may take 
place at the turning points, resulting in the formation of a crater in this particular area. In such a 
case, the successive powder layer is locally too thick to reach full consolidation. Hence, stacking of 
LOFDs defects in the z-direction may occur in this particular region, as shown in Fig. 20 (a).  
Secondly, as can be seen on the top surface of the samples built from re-used powder in Fig. 18 
(a), large amounts of oxide is accumulated at the electron beam turning points. As oxide is known 
to negatively affect the wetting process, this leads to a further increased risk of LOFD formation 
[64]. An increased number of LOFDs in samples produced from re-used powder, together with 
large amounts of oxide inside the LOFDs, see Fig. 20 (b-d), confirms this theory. Similar 
observation have been done in other studies [62]. 
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In addition, the oxidized surface of the re-used powder could possibly lead to a reduced energy 
absorption and/or powder bed conductivity. This may have a negative effect on the sintering 
behaviour and therefore ejection of powder (powder smoking), with the formation of LOFDs in 
the subsequent layer as a result [12].  
  
  
Fig. 20. LOFDs present at the interface between the hatch and contour regions in an EBM processed Alloy 718 
sample fabricated from re-used powder a) cross section parallel to the build direction; b) fracture surface 
perpendicular to the build direction; c)-d) higher magnification of oxidized powder inside and oxide films/flakes 
inside LOFD in b). Author’s experimental result. 
Furthermore, oxide containing LOFDs in samples built from re-used powder cannot be eliminated 
with hot isostatic pressing. Instead, after HIP, large networks of oxide remains inside the collapsed 
LOFDs, see Fig. 21.  
  
Fig. 21. Network of Al-rich oxide inside a collapsed LOFD in an EBM processed Alloy 718 sample fabricated 
from re-used powder. Author’s experimental result.   
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5. EXPERIMENTAL PROCEDURE  
In this study, virgin and re-used Alloy 718 EBM feedstock powder was analysed to determine the 
influence of multi-cycle EBM processing on the powder chemistry and surface morphology. Solid 
samples produced from virgin and re-used powder were studied to determine the effect of powder 
recycling on the presence of defects in EBM fabricated parts.  
5.1 Material 
Commercial Alloy 718 pre-alloyed powder was used as feedstock material in the EBM process. The 
powder was produced by plasma atomization of a wire precursor material in an argon atmosphere.  
The virgin powder was provided by Arcam AB, Sweden and had a particle size distribution of 45-
105 μm. Its chemical composition, presented in Table 5, complies with common Alloy 718 material 
standards such as AMS 5662. The oxygen and nitrogen levels in the virgin powder, as measured by 
inert gas fusion (see below), were both in the order of 150 ppm.  
Table 5. Chemical composition of the Alloy 718 powder as provided by the powder producer 
Element 
 
Ni Co Cr Mo Ti Mn Nb B P Ta Al Fe Si S C 
wt.% 
 
54.1 0.04 19.0 2.99 1.02 0.12 4.97 0.001 0.004 <0.01 0.52 17.12 0.06 <0.001 0.03 
at.% 
 
53.38 0.04 21.16 1.80 1.23 0.13 3.10 0.01 0.01 <0.01 1.12 17.75 0.12 <0.001 0.14 
 
An ARCAM A2X EBM system, located at University West, Trollhättan, Sweden, was used to 
fabricate the solid samples. The EBM machine was run using a 4.2 version control software. The 
samples were built using Arcam standard process parameters and melt strategies, using an 
acceleration voltage of 60 kV and a layer thickness of 75 μm.  
An approximately 1 mm wide area around the sample edges were first built up by applying 3 
contour passes with a line offset of 300 μm. This was followed by a bi-directional hatch exposure 
at the sample core with a line offset of 125 μm. The hatch passes were rotated by 60° between each 
layer. The samples had a geometry of 11x11x60 mm3 and were built with the longitudinal direction 
parallel to the build direction. Standard Charpy V-notch (CVN) test bars with a geometry according 
to ASTM standard E2316-b were machined from the samples. Hot Isostatic Pressing (HIP) of the 
solid samples was performed at a temperature of 1200°C, applying pressure of 1000 bar for 4 hours.  
The samples were built in four sequential build cycles. The first cycle was started with 100 kg of 
virgin powder from which the first sample set was produced. The following two sets were produced 
in cycles 6 and 14, using the same powder batch. Up to cycle 14, addition of virgin powder was 
kept as low as possible and was limited to cycle 6 before which 20% was added.  The last set was 
produced from a mixture of heavily recycled powder, which had been exposed to up to 30 times 
of powder recycling corresponding to a total process time of around 1000 hours.   
Samples of the re-used powder were collected before as well as after the above mentioned EBM 
build cycles. Powder sampled from the sintered cake surrounding the built components shows the 
effect of exposing the powder to the conditions in the EBM process chamber. The samples 
collected before filling the powder into the powder hoppers (after sieving) show the overall 
condition of the powder used for sample fabrication. These samples were studied together with 
the solid samples built from the powder in question. 
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 5.2 Analysis techniques 
The surface sensitive analysis methods X-ray photoelectron spectroscopy and Auger electron 
spectroscopy were used in combination with scanning electron microscopy to depict the 
differences in surface morphology, chemical state and surface composition of the powder samples 
exposed to varying numbers of re-use cycles. The EBM fabricated samples produced from virgin 
and re-used powder were studied in terms of defect density as well as defect distribution. The 
defect morphology in solid samples was studied to understand its origin and formation mechanism. 
The amount of non-metallic inclusions in powder and solid samples was estimated from bulk 
chemical analysis. 
Scanning electron microscopy 
The scanning electron microscope (SEM) is a very useful and versatile instrument that is often used 
for morphological as well as elemental analysis. Secondary electrons (SE) originate from the near-
surface region and are therefore used for high resolution imaging of the surface topography. The 
backscattered electrons yield is dependent on the atomic number, which is widely used for 
determining the compositional contrast in the sample. Moreover, by detecting differences in the 
phase conductivity (work function), the SE in-lens detector allows for enhanced phase contrast 
compared to a conventional secondary electron detector. Emission of characteristic X-rays upon 
interaction with the electron beam is used for micro-chemical analysis by energy dispersive X-ray 
spectroscopy (EDS). The spatial resolution of EDS is influenced by the interaction volume which 
depends on the accelerating voltage and also on the density of the sample but is often in the order 
of a micrometre. 
The surface morphology of the virgin and re-used powder was characterized using a Leo Gemini 
high resolution scanning electron microscope (LEO GmbH, Oberkochen, Germany) equipped 
with a secondary electron in-lens detector. A solid-state EDS detector from Oxford Instruments 
(X-Max, Oxford Instruments Ltd., High Wycombe, UK) connected to the SEM was used for 
qualitative analysis of the phases present on the powder surface and on the powder cross sections.  
Fractography of solid samples was performed by means of SEM to study the morphology of 
defects in samples produced from powder exposed to varying extent of powder recycling. As part 
of the characterization of the defects and their distribution, selected cross sections of the sample 
interior and the top surface was studied in terms of amount of non-metallic phases together with 
their location relative to the solidification structure (melt pools) of the last solidified layer. EDS 
was used for qualitative micro-chemical analysis.  
Auger electron spectroscopy 
As compared to SEM/EDS, Auger electron spectroscopy (AES) is a surface sensitive technique 
which offers the possibility to perform laterally resolved surface chemical analysis with a nominal 
analytical lateral resolution of 10-20 nm and an interaction depth of 0.5-5 nm below the sample 
surface. Together with the electron imaging capabilities, AES enables semi-qualitative analysis of 
small surface features. Argon ion etching capabilities of the system allows for chemical depth 
profiling.  
Powder analysis by SEM/EDS was complemented by AES using a PHI700 instrument from 
Physical Electronics (Chanhassen, Michigan, USA) for detailed local characterization of oxide 
particulates on the surface of the re-used powder.  
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X-ray photoelectron spectroscopy 
X-ray photoelectron spectroscopy (XPS) is a technique for investigating the elements at solid 
surfaces, their concentration and chemical state by determination of the characteristic binding 
energy of photoelectrons that are emitted from the sample when irradiated with X-rays. Due to its 
ability to detect the chemical state of the elements, XPS is a valuable tool for gathering detailed 
information about the sample surface chemistry. The analysed photoelectrons originate from the 
top 1-10 nm of the surface.  
Surface chemical analysis of virgin and recycled powder was performed by means of a PHI 5500 
instrument to depict the differences in chemical state and surface composition of powder samples 
exposed to varying numbers of re-use cycles. The photoelectrons originated from an area of around 
0.8 mm in diameter (~100 particles) which means that the signal represents the overall chemistry 
of the analysed powder surface. Survey spectra were recorded for identification of elements present 
on the powder surface. Narrow scan energy regions corresponding to the elements of interest were 
then selected for detailed analysis followed by peak identification and curve fitting using the 
software PHI Multipak to obtain the chemical composition of the surface and the chemical state 
of the elements. Surface compound thicknesses and chemical composition in-depth distribution 
from the as-received surface down to an etch depth of 500 nm were obtained by altering XPS 
analysis and argon ion etching. The fraction of the oxide forming elements in cation state (i.e. oxide 
or hydroxide) along the depth from the as-received surface was determined from peaks curve fitting 
of the XPS high resolution spectra. 
Defect density measurements 
Quantification and distribution of non-metallic inclusions in samples built from progressively re-
used powder was measured by metallographic image analysis of light optical microscopy images. 
Defect quantification in the hatch and contour regions was evaluated on cross sections transversal 
to the build direction. Similarly, distribution of defects in the Z-direction was determined by 
evaluating cross section located at different positions along the build direction, as shown in Fig. 24 
(a) and (b). The total amount of defects (porosity and non-metallic inclusions) was analysed in 
samples in as-printed condition. Quantification of non-metallic inclusions was done after hot 
isostatic pressing (HIP), which eliminates porosity and lack of fusion defects. HIP was done at 
1200°C, 1000 bar for 4 hours.  
Bulk chemical analysis 
The inert gas fusion technique (often referred to as combustion analysis) is used to measure the 
oxygen, nitrogen and hydrogen content in inorganic materials. In this process, a sample placed in 
a high purity graphite crucible is fused at a high temperature (roughly 3000°C) in a flow of inert 
gas. The oxygen present in the sample reacts with carbon from the graphite crucible to form carbon 
monoxide (CO) and carbon dioxide (CO2), whereas nitrogen and hydrogen are released as gas 
molecules (N2 and H2). The combustion gases are carried with inert gas flow onto a detector where 
it is measured [67].  
Oxidation of the non-consumed, re-used powder as a consequence of progressive powder recycling 
was mapped by measuring the oxygen level of powder samples collected in the sintered powder 
cake after build cycle completion. Similarly, the oxygen level of the powder before starting the build 
cycles was compared to the oxygen level of the corresponding solid samples to find the correlation 
between oxidation of the re-used powder and the amount of oxide inclusions present in the solid 
samples.  
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Furthermore, distribution of oxide and nitride inclusions along the build direction as well as in the 
XY-direction, as described above, was complemented by oxygen and nitrogen levels measured in 
samples extracted from different positions within the solid samples, as shown in Fig. 24 (c).  
 
 
Fig. 22. Sample positions evaluated for a-b) defect density and c) oxygen and nitrogen measurements.  
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6. SUMMARY OF RESULTS IN APPENDED PAPERS 
In paper I, virgin and re-used powder was studied to determine the influence of multi-cycle EBM 
processing on the surface morphology and chemistry of Alloy 718 powder. A significant change in 
the powder surface chemistry, as a consequence of exposing the powder to the conditions in the 
EBM process chamber, is observed, as illustrated in Fig. 23. The virgin powder surface, Fig. 23 (a), 
has a smooth and clean appearance that is visually free from non-metallic phases or other 
contamination species. The powder collected after build cycle 14, on the other hand, has a very 
different character in the sense that it contains a significant amount of oxide particulates that had 
formed on its surface, see Fig. 23 (b).  
Based on the XPS and AES analyses of the two powder conditions presented in paper I, the 
transformation of the powder surface during multi-cycle EBM processing is illustrated in Fig. 23 
(c). The virgin powder surface is covered by a relatively thin and homogeneous Ni- and Al-rich 
oxide/hydroxide layer.  The prolonged exposure at high temperature (around 1000°C) in the EBM 
build chamber enables selective oxidation of aluminium, which resulted in formation of Al-rich 
oxide particulates. Significant growth occurs through aluminium diffusion from the powder interior 
together with pick-up of oxygen from the process environment. In addition, aluminium and oxygen 
are re-distributed from the less stable products such as Ni-oxide and/or hydroxide in the initial 
oxide layer to form the more stable Al-rich oxide. This transformation starts already during the 
first build cycle and tends to increase with progressive powder re-use. It results in a heterogeneous 
distribution of thermodynamically stable Al-rich oxide particulates, co-existing with a thin layer of 
transition metal oxide/hydroxide which is formed in the regions in-between the oxide particles, 
most likely during subsequent exposure to air at lower temperatures, including powder handling.  
 
Fig. 23. Transformation of powder surface oxide layer during multi-cycle EBM processing; a) virgin powder; b) re-
used powder collected after build cycle 14; c) illustration of the powder before and after re-use. 
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The observed oxidation of the powder surface, as a result of powder recycling, is confirmed by a 
continuously increasing powder oxygen level, as shown in Fig. 24. Furthermore, there is a clear 
correlation between the oxygen level in the solid samples and the powder from which they were 
built, which both increase with respect to progressive powder re-use.  
 
Fig. 24. Oxygen level in powder (before build) and solid sample bulk material with respect to powder re-use.  
Fractography of samples built from virgin and 14 times re-used powder was performed in paper 
II. It was found that oxide inclusions are present on the fracture surfaces of samples built from 
both, virgin and re-used powder. As indicated in Fig. 24, the samples produced from re-cycled 
powder contain a larger amount of oxide inclusions as compared to those produced from virgin 
powder. In both cases, the largest oxide inclusions are found in the area between the hatch and the 
contour regions. The macroscopically rough surface topography in these regions is a result of such 
defects which constitute weak interfaces along which the crack front propagates through an 
intergranular type of fracture.  
As shown in paper III, four different oxide morphologies were observed in the samples produced 
from re-used powder, see Fig. 25. Similar for all cases is the presence of oxide particulates with the 
same size and shape as on the re-used metal powder. The formation mechanism is largely 
connected to the melting process and depends on the ability of the electron beam to melt the oxide 
and the surrounding metal. This is dependent on the volumetric energy density and the residence 
time of the electron beam but also on the local wetting conditions, which is in this case reduced by 
presence of oxide beneath the powder layer. In case of a low degree of melting, the absence of a 
continuous melt pool results in oxide particulates dispersed inside LOFDs, as shown in Fig. 25 (a, 
b). With an increasing degree of melting, the oxide particulates are present as clusters in the metal 
matrix, see Fig. 25 (c, d). This is followed by a range of partially to fully melted, continuous oxide 
flakes, when the degree of melting is further increased as shown in Fig. 25 (e, f). 
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Fig. 25. Different oxide defect morphologies in EBM processed Alloy 718 built from re-used powder ranging from 
(a, b) dispersed particulates, (c, d) clustered particulates and (e, f) fully melted Al-rich oxide. 
Based on the above observations, it can be concluded that a major part of the observed oxide 
inclusions originates from the Al-rich oxide particulates on the surface of the re-used powder. As 
illustrated in Fig. 26, due to its low solubility in the metal, this oxide persists the melting process 
and is transferred to the component without being dissolved. Agglomeration of the oxide in the 
molten metal may result in large aggregates, which are sometimes entrapped as large inclusions in 
the metal during solidification. TiN particles present in the powder also participate in the clustering 
and are commonly present at the metal/oxide interface.  
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Fig. 26. Transfer of non-metallic inclusions from the powder to the component during EBM processing. 
Quantification of defects and their distribution in solid samples produced from virgin and recycled 
powder was also studied in paper III. Metallographic image analysis shows a clear correlation 
between the amount of defects in the solid samples and the powder oxygen level as a consequence 
of progressive powder recycling. This is the case in both as-printed condition as well as after HIP 
consolidation, as shown in Fig. 27. The trend is especially clear in the contour region in as-printed 
condition due to an increased amount of LOFDs defects in samples produced from the re-used 
powder. In case of samples produced from virgin powder, hot isostatic pressing can be successfully 
used to reach a near fully dense material. However, for the samples fabricated from recycled 
powder, a considerable amount of oxide inclusions remains after HIP treatment, especially in the 
contour region, see Fig. 27 (b).  
  
Fig. 27. Defect density in samples built from progressively re-used powder; a) as-printed and as-HIP condition; b) 
as-HIP condition. 
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Accumulation of oxide in the contour region is confirmed by considerably higher oxygen level as 
compared to the hatch region, as shown in Fig. 28. Similarly, the top surface also shows a clearly 
higher oxygen level than the bulk material value. Both of these trends can be explained by studying 
the sample top surface, as shown in Fig. 18 (a). In general, it is seen that the top surface contains a 
large amount of oxide, which is particularly concentrated in the area at the interface between the 
hatch and the contour region. This distribution of oxide in the solid samples is a function of transfer 
mechanisms along as well as perpendicular to the build direction, as illustrated in Fig. 29. 
 
Fig. 28. Distribution of oxygen concentration in samples built from re-used powder. 
Firstly, in the XY-plane, oxide from the re-used powder may accumulate in the molten metal as it 
moves with the electron beam, followed by deposition at the electron beam turning points, i.e. at 
the interface between the hatch and the contour region, as illustrated in Fig. 29 (a). Large, 
continuous oxide flakes in the contour region are most likely the reason for the higher amount of 
LOFDs in samples fabricated from re-used powder. 
Furthermore, clusters of non-metallic inclusions (oxide and nitride) in the liquid metal float towards 
the melt pool surface. During layer re-melting, these inclusions may be transported further 
upwards, layer by layer along the build direction, as illustrated in Fig. 29 (b). Eventually, they may 
be entrapped as inclusions inside the metal matrix, as illustrated in Fig. 26. A certain amount, 
however, reaches the top surface, as seen in Fig. 18 (a). 
In conclusion, transportation of oxide (and nitride) upwards and towards to the sample edges, as 
illustrated in Fig. 29 (c), has the effect that a certain amount of de-oxidation or refining takes place 
during the EBM process. This is also one of the reasons for the lower oxygen level in the solid 
samples compared to the powder from which it was built. The other being partial removal of nickel 
oxide/hydroxide layer from the initial powder by the electron beam in the vacuum, providing 
thermodynamically favourable conditions for oxide dissociation.  
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Fig. 29. Inclusion transfer mechanisms in the directions (a) perpendicular to and (b) along the build direction 
resulting in accumulation of oxide at the contour region as well as on the sample top surface (c).  
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7. CONCLUSIONS 
The following conclusions can be drawn from this thesis study: 
Alloy 718 powder undergoes significant oxidation while exposing the powder to the EBM process 
and the environment in the build chamber. Selective oxidation of Al under these conditions results 
in a transformation from the thin layer covering the virgin powder, to a coarse, heterogeneous layer 
consisting of thermodynamically stable Al-rich oxide particulates, together with a thin nickel 
oxide/hydroxide layer in between the particulates. This transformation starts already after the first 
build cycle and progresses with increasing number of re-use cycles. The increasing amount of oxide 
is confirmed by an increase in oxygen level with progressive re-use.  
The oxide on the surface of the re-used powder acts as a source of oxygen for formation of oxide 
inclusions inside EBM fabricated samples, which therefore sees a corresponding increase with 
progressive powder re-use. The inclusion morphology depends on the conditions during melting 
and varies from finely dispersed oxide inclusions inside the lack of fusion defects (LOFDs) to large 
oxide flakes that have formed due to extensive agglomerates in the molten metal.  
The hatch material in the EBM parts has a clearly lower oxygen level than the powder from which 
it is fabricated. This is promoted by oxide transportation upwards along the build direction as well 
as towards the contour region during the melting process, which lowers the amount of non-metallic 
phases in the hatch region. 
Accumulation of oxide in the volume close the contour region result in an increasing of amount 
of LOFDs in this region with progressive powder re-use. Due to the presence of oxide inside many 
LOFDs in samples built from re-used powder, it remains after hot isostatic pressing. 
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Future work 
A more thorough analysis of the surface phases as well as microstructure of the as-received and re-
used powder conditions would provide a deeper understanding of the changes that occur during 
powder recycling. Similarly, in-depth analysis of oxide inclusions in the fabricated samples would 
provide further understanding regarding their origin and formation mechanisms.  
Controlled laboratory experiments complemented by thermodynamic and kinetic simulations 
would be helpful to simulate powder oxidation at different conditions (temperature and oxygen 
level) in order to assess the possibility of minimizing powder degradation during EBM processing. 
Simulation can also be used to assess the conditions required to dissolve non-metallic phases (such 
as TiN) during powder production as well as EBM processing.  
Non-metallic inclusions are known to have a negative influence on the mechanical properties of 
Ni-base and Ni-Fe-base superalloys and hence, the relevance of the findings in this work should 
be confirmed through mechanical testing. Especially, a critical effect on the fatigue performance 
has been reported, which should be evaluated from fatigue testing of test samples produced from 
virgin and re-used powder.  
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